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date such information becomes avail-
able, a community shall notify the Ad-
ministrator of the changes by submit-
ting technical or scientific data in ac-
cordance with this part. Such a sub-
mission is necessary so that upon con-
firmation of those physical changes af-
fecting flooding conditions, risk pre-
mium rates and flood plain manage-
ment requirements will be based upon 
current data. 

[51 FR 30313, Aug. 25, 1986]

§ 65.4 Right to submit new technical 
data. 

(a) A community has a right to re-
quest changes to any of the informa-
tion shown on an effective map that 
does not impact flood plain or floodway 
delineations or base flood elevations, 
such as community boundary changes, 
labeling, or planimetric details. Such a 
submission shall include appropriate 
supporting documentation in accord-
ance with this part and may be sub-
mitted at any time. 

(b) All requests for changes to effec-
tive maps, other than those initiatedby 
FEMA, must be made in writing by the 
Chief Executive Officer of the commu-
nity (CEO) or an official designated by 
the CEO. Should the CEO refuse to sub-
mit such a request on behalf of another 
party, FEMA will agree to review it 
only if written evidence is provided in-
dicating the CEO or designee has been 
requested to do so. 

(c) Requests for changes to effective 
Flood Insurance Rate Maps (FIRMs) 
and Flood Boundary and Floodway 
Maps (FBFMs) are subject to the cost 
recovery procedures described in 44 
CFR part 72. As indicated in part 72, re-
visions requested to correct mapping 
errors or errors in the Flood Insurance 
Study analysis are not to be subject to 
the cost-recovery procedures. 

[51 FR 30313, Aug. 25, 1986, as amended at 57 
FR 29038, June 30, 1992; 61 FR 46331, Aug. 30, 
1996; 62 FR 5736, Feb. 6, 1997]

EDITORIAL NOTE: For references to FR 
pages showing lists of eligible communities, 
see the List of CFR Sections Affected, which 
appears in the Finding Aids section of the 
printed volume and on GPO Access.

§ 65.5 Revision to special hazard area 
boundaries with no change to base 
flood elevation determinations. 

(a) Data requirements for topographic 
changes. In many areas of special flood 
hazard (excluding V zones and 
floodways) it may be feasible to elevate 
areas with engineered earthen fill 
above the base flood elevation. Sci-
entific and technical information to 
support a request to gain exclusion 
from an area of special flood hazard of 
a structure or parcel of land that has 
been elevated by the placement of engi-
neered earthen fill will include the fol-
lowing: 

(1) A copy of the recorded deed indi-
cating the legal description of the 
property and the official recordation 
information (deed book volume and 
page number) and bearing the seal of 
the appropriate recordation official 
(e.g., County Clerk or Recorder of 
Deeds). 

(2) If the property is recorded on a 
plat map, a copy of the recorded plat 
indicating both the location of the 
property and the official recordation 
information (plat book volume and 
page number) and bearing the seal of 
the appropriate recordation official. If 
the property is not recorded on a plat 
map, FEMA requires copies of the tax 
map or other suitable maps to help in 
locating the property accurately. 

(3) A topographic map or other infor-
mation indicating existing ground ele-
vations and the date of fill. FEMA’s de-
termination to exclude a legally de-
fined parcel of land or a structure from 
the area of special flood hazard will be 
based upon a comparison of the base 
flood elevations to the lowest ground 
elevation of the parcel or the lowest 
adjacent grade to the structure. If the 
lowest ground elevation of the entire 
legally defined parcel of land or the 
lowest adjacent grade to the structure 
are at or above the elevations of the 
base flood, FEMA will exclude the par-
cel and/or structure from the area of 
special flood hazard. 

(4) Written assurance by the partici-
pating community that they have com-
plied with the appropriate minimum 
floodplain management requirements 
under § 60.3. This includes the require-
ments that: 
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(i) Existing residential structures 
built in the SFHA have their lowest 
floor elevated to or above the base 
flood; 

(ii) The participating community has 
determined that the land and any ex-
isting or proposed structures to be re-
moved from the SFHA are ‘‘reasonably 
safe from flooding’’, and that they have 
on file, available upon request by 
FEMA, all supporting analyses and 
documentation used to make that de-
termination; 

(iii) The participating community 
has issued permits for all existing and 
proposed construction or other devel-
opment; and 

(iv) All necessary permits have been 
received from those governmental 
agencies where approval is required by 
Federal, State, or local law. 

(5) If the community cannot assure 
that it has complied with the appro-
priate minimum floodplain manage-
ment requirements under § 60.3, of this 
chapter, the map revision request will 
be deferred until the community rem-
edies all violations to the maximum 
extent possible through coordination 
with FEMA. Once the remedies are in 
place, and the community assures that 
the land and structures are ‘‘reason-
ably safe from flooding,’’ we will proc-
ess a revision to the SFHA using the 
criteria set forth in § 65.5(a). The com-
munity must maintain on file, and 
make available upon request by FEMA, 
all supporting analyses and docu-
mentation used in determining that 
the land or structures are ‘‘reasonably 
safe from flooding.’’ 

(6) Data to substantiate the base 
flood elevation. If we complete a Flood 
Insurance Study (FIS), we will use 
those data to substantiate the base 
flood elevation. Otherwise, the commu-
nity may submit data provided by an 
authoritative source, such as the U.S. 
Army Corps of Engineers, U.S. Geologi-
cal Survey, Natural Resources Con-
servation Service, State and local 
water resource departments, or tech-
nical data prepared and certified by a 
registered professional engineer. If 
base flood elevations have not pre-
viously been established, we may also 
request hydrologic and hydraulic cal-
culations. 

(7) A revision of floodplain delinea-
tions based on fill must demonstrate 
that any such fill does not result in a 
floodway encroachment. 

(b) New topographic data. A commu-
nity may also follow the procedures de-
scribed in paragraphs (a)(1) through (6) 
of this section to request a map revi-
sion when no physical changes have oc-
curred in the area of special flood haz-
ard, when no fill has been placed, and 
when the natural ground elevations are 
at or above the elevations of the base 
flood, where new topographic maps are 
more detailed or more accurate than 
the current map. 

(c) Certification requirements. A reg-
istered professional engineer or li-
censed land surveyor must certify the 
items required in paragraphs (a)(3) and 
(6) and (b) of this section. Such certifi-
cations are subject to the provisions 
under § 65.2. 

(d) Submission procedures. Submit all 
requests to the appropriate address 
serving the community’s geographic 
area or to the FEMA Headquarters Of-
fice in Washington, DC. 

[66 FR 22442, May 4, 2001]

§ 65.6 Revision of base flood elevation 
determinations. 

(a) General conditions and data require-
ments. (1) The supporting data must in-
clude all the information FEMA needs 
to review and evaluate the request. 
This may involve the requestor’s per-
forming new hydrologic and hydraulic 
analysis and delineation of new flood 
plain boundaries and floodways, as nec-
essary. 

(2) To avoid discontinuities between 
the revised and unrevised flood data, 
the necessary hydrologic and hydraulic 
analyses submitted by the map revi-
sion requestor must be extensive 
enough to ensure that a logical transi-
tion can be shown between the revised 
flood elevations, flood plain bound-
aries, and floodways and those devel-
oped previously for areas not affected 
by the revision. Unless it is dem-
onstrated that it would not be appro-
priate, the revised and unrevised base 
flood elevations must match within 
one-half foot where such transitions 
occur. 

(3) Revisions cannot be made based 
on the effects of proposed projects or 
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